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We study experimentally the transmission properties of Au-TiO2-Au fishnet metamaterials in the near-
infrared spectral range and analyze the change in the transmission resonances at varying angles of incidence
and different input polarizations. The results show that the main transmission peak through the fishnet is due
to the excitation of hole modes. This high-transmission region is significantly influenced by surface plasmon
coupling when the incident electric field has a component normal to the metal plates, while little change with
respect to tilt is observed when the electric field is parallel to the two metal films of the fishnet.
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I. INTRODUCTION
The ability to engineer the properties of materials through
nanofabrication has driven research into optical metamateri-
als with a negative refractive index.1 Following the experi-
mental demonstrations at microwave frequencies,2 continu-
ous attempts are being made to scale metamaterials down to
optical wavelengths. One of the most popular designs in that
search is the fishnet metal-dielectric-metal structure.3–10
At an intuitive level, the behavior of the fishnet structure
is usually explained by conceptually dividing the structure
into capacitive and inductive components, accountable for
the electric and magnetic responses of the material,
respectively.5 In particular, the magnetic response comes
from the out-of-phase currents in the two metal plates, which
resembles the response of cut-wire pairs.11 An alternative
physical picture of the fishnet metamaterial behavior is given
by the analysis of the plasmon modes in the structure.12,13
These analyses suggest that the negative refraction in fishnet
structures appears due to the interaction of the hole modes in
the perforated film with the modes of the dielectric slab
sandwiched between the metal layers.
Because of the strong spatial dispersion14 in fishnet struc-
tures, to date most authors have studied the case of normal
incidence in attempts to describe the response in terms of
effective parameters. The magnetic response of fishnets at
different inclination angles was first studied in Ref. 4, where
the authors observed a dip in the transmission spectrum,
which they attributed to the excitation of magneto-inductive
waves propagating along the structures. This magnetic plas-
mon resonance experiences a blue shift with an increase
in the angle of incidence for both orthogonal input
polarizations.4 Importantly, such magnetic plasmons are as-
sociated with current circulations in the structure and the
appearance of induced magnetic moments.15 Subsequent
studies16,17 have shown that different magnetic plasmon reso-
nances with complex dispersion spectra can be excited in the
fishnet structures.
In this work, we study experimentally and numerically the
transmission through a fishnet structure for different inclina-
tion angles and different incident polarizations. We analyze
the origin of the transmission peaks in our fishnet structure
and show that the underlying modes are not necessarily
linked to excitation of magnetic plasmons but rather they are
associated with the phenomenon of extraordinary optical
transmission through the subwavelength holes. By monitor-
ing the electric field distribution, we obtain the current flow
on the surface of the two metal films and show that they are
qualitatively similar to those predicted for negative-index re-
gime of the fishnet.18 The fields in the top and bottom metal
films, however appear in-phase. This indicates that the effec-
tive magnetic response in the structure is negligible at the
wavelength of maximum transmission.
Furthermore, we study the angular dispersion of the fish-
net structure in the near-infrared spectral region and we ob-
serve a red shift of the main transmission maximum with
sample inclination when the incident polarization has an
electric field component normal to the metal films. For the
orthogonal polarization, parallel to the metal films, the re-
sponse of the structure does not depend on the angle of in-
cidence. These findings give guidelines for selecting the in-
clination of fishnet slabs19 and wedges,9 with possible
application to beam steering through metamaterials.
In Sec. II, we describe the fabrication of our structure and
the arrangement of our measurement system. In Sec. III, we
describe the measured and simulation results for normally
incident waves. Finally in Sec. IV, we show the response of
the structure to a beam incident at an oblique angle.
II. EXPERIMENTAL SETUP
Our sample consists of a Au-TiO2-Au metal-dielectric-
metal structure. The layers were deposited on a quartz sub-
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strate. DC magnetron sputtering in an Ar atmosphere was
used to deposit the gold films, while radio frequency RF
magnetron sputtering was used for the deposition of the TiO2
dielectric. The refractive index of the TiO2 film was
measured by a white-light ellipsometer, yielding a refractive
index in the form n=2.2744+0.030 759 /2
+0.003 716 3 /4. The three layers were patterned by a fo-
cused ion beam FIB FEI XP200 milling system to form
rectangular holes of 595295 nm size, arranged in a square
lattice with a period of 860 nm. A scanning electron micro-
scope SEM image and structural parameters of the sample
are shown in Figs. 1a and 1b.
Due to the small sample size of 2020 m, we have
developed a microspectrometer system to characterize the
transmission through the sample see Fig. 1c. A small ap-
erture A is illuminated by a 100 W halogen-tungsten white
source and its demagnified image is projected onto the
sample. The transmitted light is then collected by a collimat-
ing microscope objective. We use a 20 achromatic micro-
scope objective lens with a numerical aperture NA=0.45
for illumination and a 10 objective NA=0.20 for colli-
mation. The output transmission in the spectral range
1.0–1.7 m is recorded by an optical spectrum analyzer,
while the transmission in the spectral range 0.45–0.9 m is
measured by a charge-coupled device spectrometer. In both
cases, the transmission is normalized to the transmission of
an uncoated substrate.
III. TRANSMISSION SPECTRA AND MODES OF FISHNET
METAMATERIALS
The experimentally obtained transmission spectrum for
normal incidence onto the sample is shown in Fig. 1d, bot-
tom. Two incident polarizations were measured—E x and
E  y—shown with the dashed and solid curves, respectively.
For both input polarizations, the measured spectrum shows a
transmission peak at 0.5 m, which is also observed in the
response of the unpatterned gold layer. A complex pattern of
resonances is observed in the intermediate spectral range
0.7–1.2 m. Above 1.5 m the transmission shows strong
polarization anisotropy, where the incident beam with elec-
tric field polarized along the thin wires of the fishnet E  y
experiences a transmission peak, while the orthogonally po-
larized incident field E x shows a drop in transmission.
Such a strong anisotropy in transmission is typically ob-
served in negative index fishnet structures.5 Unfortunately,
due to the limited spectral range of our detection system, we
are not able to measure the transmission band at wavelengths
beyond 1.7 m. Therefore, we resort to numerical simula-
tions in order to uncover the whole spectral range of interest.
For the simulations we use a finite difference time domain
FDTD method performed with commercial software
RSOFT. In our simulations, we neglected the dispersion of
the dielectrics, using constant refractive indices of 1.5 for the
quartz substrate and 2.7 for the TiO2. This approximation can
be justified since the refractive index of the TiO2 layer
changes only 7% in the spectral range of 500 to 2400 nm
the range of Fig. 1d. This is a negligible change in com-
parison to the dispersion of the gold films. For the dielectric
permittivity of gold we use six-term fit expression from the
RSOFT material library
 =  + 
k
k
− 2 − bki + ck
, 1
where =1,  is the angular frequency in m
−1 in the
RSOFT system of units time T=ct m and the values of
k, bk, and ck are given in Table I.
20
In the simulations we use a nonuniform spatial grid with
size varying from 2 nm near the metal-dielectric interfaces to
10 nm in free space. Time step ct is 810−4 m. For
calculation of the transmission we excite the system by a
short chirped pulse with a broad spectrum and plane wave
front. The numerically calculated spectra are shown in Fig.
1d, top. We find good qualitative agreement between the
experimentally measured and numerically calculated spectra.
In the simulations, we observe a high-transmission resonance
around 1.8 m, when the incident electric field is aligned
along the thinner metal strips of the metamaterial E  y. This































FIG. 1. Color online a Fishnet metamaterial structure con-
sisting of 30–50–30 nm Au-TiO2-Au films. b Unit cell with a
=565 nm, b=265 nm, and c=860 nm. c Experimental setup:
HgTn—150 W halogen white light source, A—aperture, MO—
microscope objective, S—sample with tilting, BS—beam splitter,
M—mirror, OSA—optical spectrum analyzer. d Calculated top
and experimentally measured bottom metamaterial transmission
spectra for normal incidence. The main transmission peak is in the
spectral range 1.5–2.2 m. Solid line—incident electric field E  y,
dashed line—incident electric field E x.
MINOVICH et al. PHYSICAL REVIEW B 81, 115109 2010
115109-2
We also study the possibility to control the position of
transmission peaks by scaling the geometry of the sample.
We find that the transmission peaks for E  y move toward
shorter wavelengths when the size of the holes and period are
scaled down by the same coefficient, leaving the thickness of
the layers the same. The shift is linearly proportional to the
scaling factor.
We note that in the near-infrared spectral range, the ex-
perimentally measured transmission is lower than the calcu-
lated one by about a factor of two. This discrepancy is com-
monly observed and can be attributed to the roughness of the
sample and the possible contamination occurring during the
FIB milling process.9 Further discrepancies appear as a result
of the beam focusing in our experiments. Such focusing
leads to an effective integration of the measured transmission
over a range of incident angles, determined by the numerical
apertures of the microscope objectives.
In order to understand the origin of the main transmission
resonance at 1.8 m, we calculate the electric field distri-
bution at three different planes within our sample. Figure 2
shows the combined picture of the electric field magnitude
color map and direction green lines that enables us to
visualize the current flow in the structure, since they are
proportional to the electric field. From the images in Fig. 2
we come to two important conclusions: i most of the field
is localized in the holes of the fishnet structure see Fig.
2a; and ii the current flow on the top and bottom metal
plates is in the same direction Figs. 2b and 2c. The
symmetry of the currents on the metal plates suggests that
the observed resonance does not correspond to artificial mag-
netism as in Refs. 4, 8, and 17, but rather is related to the
phenomena of extraordinary transmission in such fishnet
metamaterials.12
To further confirm this observation, in Fig. 3, we compare
the transmission through the fishnet structure with the trans-
mission through a thick gold metal film of 110 nm, as well as
the transmission through a bilayer 50 nm gold—30 nm tita-
nium dioxide structure. Our simulations reveal similar trans-
mission resonances for all the three structures suggesting
negligible effects coming from the magnetic response in the
trilayer fishnet structure.
IV. TILTED RESPONSE OF THE FISHNET
METAMATERIAL
Next, we determine the response of the metamaterial with
respect to sample tilt in two orthogonal directions, for both
polarizations of the incident electric field. We note that in
general there are four cases of tilted excitation of the struc-
ture, as shown in the left column of Fig. 4, i, ii the trans-
verse electric field component is along the thin wires E  y
and the tilt is around the x or y axis Figs. 4a and 4b; and
iii, iv the transverse electric field component is along the
thicker metal strips E x for tilts around x or y Figs. 4c
and 4d. Commonly only two of these cases have been
TABLE I. Coefficients for the dispersion model of gold Ref. 20.
k 1 2 3 4 5 6
	k 1589.52 50.1953 20.9147 148.494 1256.97 9169
bk 0.26842 1.22055 1.74726 4.40613 12.63 11.2128































































FIG. 2. Color online Numerically calculated electric field pro-
files for excitation at normal incidence and =1.83 m. Color
scheme shows the magnitude of the electric field, while the green
contours show its polarization. a Field cross-section through the
middle of the hole in the y-z plane. The substrate is on top of the
structure for z
0. b,c Electric field distribution on the bottom and
top metal films in the x-y plane.
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considered in the literature for a fabricated structure. For
example in Ref. 4 only configurations i and ii have been
investigated, while in Ref. 21 the analog of excitation i and
iii have been discussed. This anisotropy is related to the
dispersion of the fishnet polaritonic crystal, being different
for both x and y direction. This is in contrast to the recently
measured tilted response in symmetric Swiss-cross metama-
terials that show no polarization anisotropy.22
In Fig. 4 middle column we show the numerically cal-
culated transmission spectra as a function of sample tilt and
polarization of the incident field. This transmission spectra
are converted into dispersion diagrams using a similar ap-
proach as in the dispersion of single layer polaritonic
crystals23 and are shown in the right column of Fig. 4. In the
case of incident polarization along the thin wires of the fish-
net and rotation around the x axis Fig. 4a, we change the
value of ky component of the wave vector as well as both the
normal and tangential components of the incident electric
field. On the transmission diagram one can see a high-
transmission peak in the spectral region from 1.5 to 2.2 m
which is associated with a wave guiding mode of the holes.
This is clarified by independent calculations of the transmis-
sion spectra of a single hole of the fishnet and perfectly
matching layer at the boundaries of the unit cell. The trans-























FIG. 3. Color online Comparison of the calculated spectra for
normal incidence through our trilayer fishnet structure, two-layer






















































































































































FIG. 4. Color online Calculated dispersion of our fishnet metamaterial. Middle column—transmission spectra vs. tilt of the sample in
two orthogonal directions and excitation with Ey and Ex initial polarization see left column. Right column—the corresponding dispersion
diagrams.
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mission of a single hole showed a pronounced transmission
maxima at 1.8 m matching well with the transmission
peak shown in Fig. 1d. The corresponding dispersion dia-
gram right column also shows that the transmission dip at
1.3 m is connected with coupling to a surface plasmon
with a field concentrated between the metal plates and on the
top metal plate, extending into the substrate. This mode splits
into two separate plasmon modes for oblique incidence and
therefore its dispersion behavior brings significant changes to
the spectrum as we vary the angle of incidence.
We tested this behavior experimentally by measuring the
transmission spectra for three different tilt angles of the
sample as shown in Fig. 5a top. For comparison in Fig. 5a
bottom, we plot the numerical results Fig. 4a in the spec-
tral range of our optical spectrum analyzer. The numerical
simulations show good agreement with our experimental
measurements, describing well the behavior of the spectral
features, including the splitting of the transmission minima at
1.4 m at normal incidence into two separate plasmon cou-
pling minima at 1.2 and 1.5 m for oblique angles of
incidence. There is a good agreement between theory and
experiment for the wavelengths of the transmission dip, de-
spite the overall lower transmission obtained experimentally.
With the same polarization but rotation around the thin
wire y axis we vary the x component of the k vector, how-
ever keep a constant tangential component of the incident
electric field Fig. 4b. In this case a surface plasmon
should not demonstrate a dispersive behavior and, indeed,
one could see that the transmission dip and spectra remain
constant with the sample tilt. In the experiment we also ob-
served no changes in the spectrum with a tilt of up to 20°
Fig. 5b.
The stability of the spectrum suggests that this is the best
arrangement of the fishnet pattern if one wants to work with
tilted metamaterial surfaces, such as prisms9 or tilted slabs.19
If the fishnet is fabricated such that the thin wires are per-
pendicular to the slope of the tilted surface, surface plasmon
dispersion should not significantly change the transmission
spectrum for a wide range of incident angles. Such an ar-
rangement is important since the sample tilt will not affect
the effective parameters of the metamaterial and the obser-
vation of effects such as negative refraction will be unam-
biguous.
For the last two cases Figs. 4c and 4d, when the
polarization is perpendicular to the thin wires, we cannot
observe regions with pronounced transmission resonances
anymore. This is further proof that the high transmission is
mostly governed by the hole modes of the structure while the
periodicity, which is the same in both x and y directions, has
much less influence.
V. CONCLUSIONS
We have fabricated and characterized Au-TiO2-Au fishnet
metamaterials operating at near-infrared wavelengths. We
have demonstrated tuning of the transmission resonances
when tilt is applied around an axis perpendicular to the plane
of incident beam polarization. This tuning is due to the in-
terplay between hole and surface plasmon modes in the fish-
net structure. Remarkably stronger effects are observed when
the rotation occurs over an axis coinciding with the wider
metal strip of the fishnet structure. On the other hand, for
rotation around the thin metal strips and incident polarization
parallel to them, a robustness of the transmission resonances
has been observed. Our results provide important direction
for possible application of fishnet structures in beam steering
applications, while preserving the spectral properties of the
structure.
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FIG. 5. Color online Comparison of the experimentally mea-
sured and numerically calculated transmission spectra for inclina-
tion angles of 0°, 10°, and 20° over the spectral range of the optical
spectrum analyzer.
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